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m DIGITAL SNAP MICROMETER

¢ Quick measurementwithlever

*

Resolution: 0.001mm/0.00005"

IP65 protectionlevel

*

Button: on/off, mm/inch, origin, ABS/zero
Automatic power off
Data output (cable code: 100-13)

* & o o

Carbide measuring faces

0-25mm/0. 001mm

+ Setting standards areincluded
(except314-001-02)

314-001-02

unit: mm

57

Code Range Accuracy h L
314-001-02 0-25mm/0-1" 3um 25 31
314-002-02 | 25-50mm/1-2" 3um 32 57
314-003-02 50-75mm/2-3" 4um 445 82
314-004-02 | 75-100mm/3-4" 4um 57 107

OUTSIDE MICROMETER

# Graduation:0.01mm

¢ Carbide measuringfaces

+ Ratchetstop

+ Setting standards are included
(except321-001-01)

321-001-01

Code Range Accuracy

321-001-01 0-25mm 4um

321-002-01 25-50mm 4pum 9 39 58 unit: mm
321-003-01 50-75mm Sum 10 53 83 65

321-004-01 75-100mm Spm 10 65 109 n o
321-005-01 100-125mm 6um 11.5 76 133 - S
321-006-01 125-150mm 6pm 11.5 88 159 .

321-007-01 150-175mm 7um 1.5 | 101 185

321-008-01 175-200mm 7um 115 | 114 | 210

321-009-01 200-225mm 8um 115 | 126 | 235

321-010-01 225-250mm 8um 12 139 | 260

321-011-01 250-275mm 9um 125 | 151 286

321-012-01 275-300mm 9um 125 | 164 | 311




