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- — 8 Code Range Type Settingring Accuracy
g 351-001-01| 5-30mm A included 7um
351-002-01| 25-50mm B included 8um
R12 o 12,25“ 351-003-01| 50-75mm B optional 9um
I TypeC ﬂﬁ 351-004-01| 75-100mm C optional 10um
w0
E 351-005-01| 100-125mm | C optional 10pm
[ 351-006-01| 125-150mm | C optional 11pm
= 351-007-01| 150-175mm C optional 11um
351-008-01| 175-200mm C optional 12pm

TUBULAR INSIDE MICROMETER m

¢ Graduation: 0.01mm

¢ Travel of micrometerhead: 13mm
¢ Accuracy: (3+n+L/50)um, nisnumber of
rods, Lis max. measuring lengthin mm

+ Supplied with setting standards
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o Carbide measuringfaces

352-006-01

50 unit: mm

2 9 ‘ 25 2 Code Range Extension rods (mm)

‘ ‘ —_— 352-002-01 50-63mm —

m{ / I w 352-006-01 | 50-150mm 13,25,50
Q Q =

j L © 352-012-01 | 50-300mm 13,25, 50(2pcs), 100
SR8

— 352-020-01 | 50-500mm 13,25, 50(2pcs), 100,200
M12x1 SR8 352-024-01 | 50-600mm 13,25,50, 100, 150, 200
352-040-01 | 50-1000mm 13, 25,50(2pcs), 100,200(2pcs), 300

352-060-01 | 50-1500mm 13,25,50(2pcs), 100, 200(3pcs), 300(2pcs)
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