ACCUD

¢ Wooden handleisolate heat conduction

+ Optional accessory: series 531 settingrings
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Range: 18-35mm Range: 35mm - 450mm
INDIVIDUAL BORE GAUGE
Dial indicator Accuracy Repeatability a
251-010-11 6-10mm  |Range:3mm +0.012mm 3um 36 | 57 / / 45 | SR1 | 48
251-018-11 | 10-18mm |graduation:0.01Tmm| 10 012mm 3um 56 | 7.8 | / / 6 | SR1 | 105
251-035-11 18-35mm +0.015mm 3um 122 | 6.4 / 127 9 SR1 | 141
251-060-11 | 35-60mm +0.018mm 3um 122 | 6.4 | 27 13 | 12.8 | SR2 | 141
251-100-11 | 50-100mm +0.018mm 3um 26 9 27 13 [ 12.8 | SR2 | 141
Range:10mm

251-160-11 | 50-160mm graduation:0.01mm +0.018mm 3um 26 9 35 13 [ 12.8 | SR2 | 141
251-160-12 | 100-160mm +0.018mm 3um 26 9 35 13 [ 12.8 | SR2 | 141
251-250-11 | 160-250mm +0.018mm 3um 56.5| 13 | 745 | 15 | 12.8 | SR2 | 241
251-450-11 | 250-450mm +0.018mm 3um 86.5| 15 [101.5| 15 | 145 |SR2.5| 241
BORE GAUGE SET
Code Range Indicator Included Bore Gauge
251-346-13 18-160mm 10x0.01mm | 18-35,35-60,50-160mm
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