ACCUD

m GAUGE BLOCK SET FOR CALIPER INSPECTION

+ Forchecking calipers accuracy

¢ Gauge blocks are made of alloy steel

517-012-01
Code Quantity Grade Guage blockallocation Ring gauge
517-005-01 Spcs 1 30, 41.3, 131.4mm @4,925mm
517-006-01 5pcs 1 30, 41.3, 131.4, 243 .5mm Z4mm
517-012-01 12pcs 0 10, 20, 20, 41.2, 51.2, 81.5,101.2, 121.5, 121.8, 191.8, 201.5, 291.8mm _—
517-012-02 12pcs 1 10, 20, 20, 41.2, 51.2, 81.5, 101.2, 121.5, 121.8, 191.8, 201.5, 291.8mm -
517-012-03 12pcs 2 10, 20, 20, 41.2, 51.2, 81.5,101.2, 121.5, 121.8, 191.8, 201.5, 291.8mm —

m GAUGE BLOCK SET FOR MICROMETER INSPECTION

+ Forchecking micrometers accuracy
¢ GradeO

518-001-03

Quantity Formicrometers Opticalparallel Material Blockallocation
518-001-01 10pcs 0-25mm notincluded alloy steel 25,5.1,7.7,10.3, 12,9, 15, 17.6, 20.2, 22.8, 25mm
518-002-01 10pcs 25-50mm notincluded alloy steel 27.5,30.1,32.7,35.3,37.9,40,42.6,45.2,47.8, 50mm
518-003-01 10pcs 50-75mm notincluded alloy steel 52.5,55.1, 57.7,60.3, 62.9, 65, 67.6, 70.2, 72.8, 75mm
518-004-01 10pcs 75-100mm notincluded alloy steel 77.5,80.1,82.7,85.3,87.9,90,92.6,95.2,97.8, 100mm
518-001-02 11pcs 0-25mm included ceramic 2.5,51,7.7,10.3, 12,9, 15, 17.6, 20.2, 22.8, 25mm
518-001-03 11pcs 0-25mm included alloy steel 2.5,5.1,7.7,10.3, 12,9, 15, 17.6, 20.2, 22.8, 25mm




