PORTABLE HARDNESS TESTER m

+ Economictype

+ BasedonHLscale, converted to other
hardness scales (HV, HB, HRC, HRB, HS)
and tensile strength MPa

< Impactdirection cab be set

+ With average value calculation function

+ Automatic power off

+ Conformstothe standard ASTMA956-02

SPECIFICATION

Resolution 1HLD, 1HV, 1HB, 0.1HRC, 0.1HRB, 1HS, 1MPa
Accuracy +8HLD/0.8HRC(HLD=800)

>5kg (directly)
Min. workpiece weight >2kg (on solid support)

>0.1kg (coupledonlarge plate)

Min. workpiece thickness >5mm
INCLUDED ACCESSORIES Min. workpiece diameter >22mm
Main unit 1pc Brush 1pc Max. workpiece surface roughness| Ra<<1.6um
Testblock 1pc USB cable 1pc Power 3xAAA batteies
Small supportring 1pc Batteries 3pcs Dimension 150%67%x29mm

+ Tomeasure the hardness of thick workpieces

made of pure aluminum, aluminum alloy, fiber
reinforced plastic, hard plastic, etc.
¢ Comforms toASTM B648-2000

SPECIFICATION

Hardness range 0~100HBa (equalto 25~ 150HBW)
Graduation 1HBa
IN('-,‘LUD-ED ACCESSORIES Accuracy +2HBa (42~ 52HBa)
Main unit 1pc +1HBa (84 ~88HBa)
Spareindenter 2pcs Min. workpiece thickness 0.8mm
Hardness testblock 2pcs Dimension 142x65x90mm
Wrench 1pc Weight 5009
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